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The following parameters are to be used for determining Defensible Space needs from landscape plans for pre-approval of building permits before they are submitted to TRPA. Any final approval of Defensible Space will be made in the field, after snow has melted enough to determine compliance with PRC 4291. Please see Living With Fire’s Guidelines for Creating Defensible Space at www.livingwithfire.info/tahoe  This list does not represent an interpretation of any TRPA code. 
1. All dead vegetation including trees, brush and other vegetation must be removed. 

2.  All residual trees will be limbed to a height of ten (10) feet from the ground on the high side. Removal of lower branches should not exceed one-third of the total tree height.  If more than 1/3 of the live crown will be removed to achieve this limbing, then use the horizontal spacing guidelines listed for brush under #6 below and see spacing guidelines below for steeper slopes.
3. All residual trees will be limbed to achieve ten (10) feet of clearance from any part of the house to the branches of the tree. If less than 60% of the live crown is left after limbing, the tree should be removed.

4. All brush, trees or flammable material will be removed from under the drip line of residual trees or tree groups.
5. Within five (5) feet of the foundation or support posts of any part of the house or outbuilding, there will be no flammable material.

6. Within the five to thirty (5-30) foot zone, tree canopies will be spaced at least ten (10) feet apart. If trees are grouped close enough together as to act as one unit, then all other requirements must be met.  Within the 30-100 foot zone, stands of large trees do not have to be removed so long as the vegetation underneath them is removed. Please see spacing guidelines below for steeper slopes.
7. Within the five to thirty (5-30) foot zone, brush fields must be spaced horizontally to a minimum distance equal or greater than two (2) times the height of the brush. Individual brush plants will not exceed 100 square feet in area and three (3) feet high. Please see spacing guidelines below for steeper slopes.
For sloped properties, use the following standards for the above requirements:
Trees

Slope

Spacing


0-20%

10 feet between edges of crowns


20-40%
20 feet between edges of crowns


40%- up
30 feet between edges of crowns
Brush

0-20%

2 X height of residual brush 





20-40%
4 X height of residual brush 


40%-up
6 X height of residual brush 
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